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A. PROJECT No. BRSTP-264(26)

NOTES

ASSUMED LIVE LOAD = HS-20 OR ALTERNATE LOADING,
ES%EEE ;gAT CORED SLAB UNITS HAVE BEEN DESIGNED

gaR OTHER DESIGN DATA AND GENERAL NOTES, SEE SHEET

EE?NEROSION CONTROL MEASURES SEE EROSION CONTROL

THIS BRIDGE HAS BEEN DESIGNED BY THE STRENGTH
DESIGN METHOD AS SPECIFIED IN AASHTO STANDARD
SPECIFICATIONS.

AFTER SERVING AS A TEMPORARY STRUCTURE THE
EXISTING STRUCTURE CONSISTING OF 4 SPANS ®@ 8’-6”
WITH 26.1 FOOT CLEAR ROADWAY WIDTH AND REINFORCED
CONCRETE FLOOR WITH TIMBER JOISTS ON REINFORCED
CONCRETE CAPS ON TIMBER PILES (END BENTS AND

BENT No. 2) AND TIMBER CAPS ON TIMBER PILES

(BENTS No.1 AND No. 3) AND LOCATED AT PROPOSED
STRUCTURE SHALL BE REMOVED IN STAGES. THE EXISTING
BRIDGE IS PRESENTLY NOT POSTED FOR LOAD LIMIT.
SHOULD THE STRUCTURAL INTEGRITY OF THE BRIDGE

- DETERIORATE DURING CONSTRUCTION OF THE PROPOSED

STRUCTURE, A LOAD LIMIT MAY BE POSTED AND MAY BE
gggggg? AS FOUND NECESSARY DURING THE LIFE OF THE

REMOVAL OF THE EXISTING BRIDGE SHALL BE PERFORMED
SO AS NOT TO ALLOW DEBRIS TO FALL INTO THE WATER.
THE CONTRACTOR SHALL REMOVE THE BRIDGE AND SUBMIT
PLANS FOR DEMOLITION IN ACCORDANCE WITH ARTICLE
402-2 OF THE STANDARD SPECIFICATIONS.

THE MATERIAL SHOWN IN THE CROSS-HATCHED AREA SHALL
BE EXCAVATED FOR A DISTANCE OF 28.0 FT.EACH SIDE OF
CENTERLINE ROADWAY AS DIRECTED BY THE ENGINEER.
THIS WORK WILL BE PAID FOR AT THE CONTRACT LUMP
SUM PRICE FOR UNCLASSIFIED STRUCTURE EXCAVATION.
Eggv%g%%ﬁ%SIFIED STRUCTURE EXCAVATION, SEE SPECIAL

THE SUBSTRUCTURE OF THE EXISTING BRIDGE INDICATED
ON THE PLANS IS FROM THE BEST INFORMATION
AVAILABLE. SINCE THIS INFORMATION IS SHOWN FOR
THE CONVENIENCE OF THE CONTRACTOR, THE CONTRACTOR
SHALL HAVE NO CLAIM WHATSOEVER AGAINST THE
DEPARTMENT OF TRANSPORTATION FOR ANY DELAYS OR
ADDITIONAL COST INCURRED BASED ON DIFFERENCES
BETWEEN THE EXISTING BRIDGE SUBSTRUCTURE SHOWN ON
THE PLANS AND THE ACTUAL CONDITIONS AT THE
PROJECT SITE.

FOR_LIMITS OF TEMPORARY SHORING FOR MAINTENANCE
OF TRAFFIC, SEE TRAFFIC CONTROL PLANS.FOR PAY ITEM
FOR TEMPORARY SHORING FOR MAINTENANCE OF TRAFFIC,
SEE ROADWAY PLANS.

FOR ADDITIONAL NOTES, SEE SHEET 4 OF 4
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